
 
PLAYTRAIL DIMENSIONS & SAFER SURFACING 
REQUIREMENTS  
 
 
Balance Beam 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
Safer surfacing not obligatory under EN1177 
 

 
 

Inclined Balance Beam 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

Safer surfacing not obligatory under EN1177 
 

2m 

350mm nominal 

4m 

350mm nominal 600mm nominal 



Wobble Beam 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Safer surfacing not obligatory under EN1177 

 
 

 
 
 

Wobble Bridge 
 
 
 
 
 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 

Safer surfacing not obligatory under EN1177 

2m 

800m
 

2m 

800m
 

1.4m 

1.4 m 



Gym Bars 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Safer surfacing not obligatory under EN1177 
 

 
 
Ladder Walk 
 
 
 
  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
Safer surfacing not obligatory under EN1177 

800mm 

2m 

700mm 

2m 

350mm nominal 

1.4m 



Monkey Bars 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

_______________________________________________________________ 
 

 
 
Swinging Log Crossing 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
Safer surfacing not obligatory under EN1177 

2m 
 

Safer 
Surfacing 

5.1m 

600m
 

Safer surfacing 
4m   

1.7m 

2.5m 

2.1m 



 
Jungle Rope Crossing (and Rope crossing with handles) 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
Safer surfacing not obligatory under EN1177 
 
 

_______________________________________________________________ 
 

 
 
Climbing Trees 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

 
 
Safer surfacing not obligatory under EN1177 
 
 

2 m 

2.1m 

2m 
Nominal gap 350mm 

Ropes 
0.3m 
and 
1.7m 



Tyre Crossing (4 legs)  
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

_______________________________________________________________ 
 

 
Tyre Crossing (2 legs) 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

2.1m 

2.7m 

2.1m 

2.7m 

Safer Surfacing 
3m 

Safer 
Surfacing 
5.7m 

1m 

Safer Surfacing 4m 

Safer 
Surfacing 
5.7m 



Balance Weaver 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
Safer surfacing not obligatory under EN1177 

_______________________________________________________________ 
 
 
 
 
Stilts 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Safer surfacing not obligatory under EN1177 

2.5m 

2m 

2m – allowing 
400mm between 
stilts 

2m 



Hurdle Climb 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
Safer surfacing not obligatory under EN1177 
 

 
 
 

Monkey Bridge 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 

Safer surfacing not obligatory under EN1177

1.5m 

1.8m 

600mm 

2.5m 

0.8m 

1.4m 



Springy Beam 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
Safer surfacing not obligatory under EN1177 

_______________________________________________________________ 
 
Vertical Net 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 

2m 

500mm 

3m 

Safer 
Surfacing 
7m 

Safer Surfacing 
4m 

2m 

Vertical Rock wall (same 
dimensions) requires same 
surfacing area unless built as a 
traverse wall in which case safer 
surfacing not obligatory under 
EN1177 (right) 
 

Gap between 
footholds and 

handholds 



Ladder Wall/Net Wall/Rock Wall combinations 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

_______________________________________________________________ 
 
 
Chin Up Bars 
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2m 

2m 

Safer Surfacing 5m 

Standard 
height 1.2m 

Safer Surfacing 5m 

3m 

Safer Surfacing 4m 

Safer Surfacing 7m 

Height 
2m 


